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February 11, 2011

Nancy Westcott
Goat Throat Pumps
60 Shell Avenue
Milford, CT 06460

Dear Nancy:

The components used in the following Techmer PM product meet Food and Drug Administration criteria for food
contact as specified and limited by one or more of the food additive regulations as stated below:

PM44221
RED
i 0,
Maxtvneligt@ by Foods Allowed Temperatures Allowed Food Additive Regulations
21 CFR 176.170(c), Table 1 21 CFR 176.170(c), 21 CFR 177.1520
29% All Food Types Table 2. E-G 21 CFR 178.2010
yp ’ 21 CFR 178.3297

The information above has been compiled from Title 21 of the U.S. CFR and/or the FDA Inventory of Effective Food
Contact Substance Notifications and is believed to be reliable. It is meant only as a guide, and is not intended to
replace, supplement or interpret any regulations.

It is the responsibility of the user to assess its product uses and applications and assure conformance to all applicable
laws and regulations.

If you should require additional information on our products, please do not hesitate to contact us.

Sincerely,

Angie Martin
Regulatory Product Specialist
Amartin@techmerpm.com

cc: Carol Royal

The information and statements herein are believed to be reliable but are not to be construed as warranty or representation for which we assume
legal responsibility. Users should undertake sufficient verification and testing to determine the suitability for their own particular purpose of
any information on products referred to herein. NO WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE IS MADE.
Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.

California Georgia Kansas Ilinois Ohio Tennessee


mailto:Amartin@techmerpm.com

TECHMER N1 o cuaty e
POLYMER MODIFIERS X (o) Ao

www.techmerpm.com

February 11, 2011

Nancy Westcott
Goat Throat Pumps
60 Shell Avenue
Milford, CT 06460

Dear Nancy:

The components used in the following Techmer PM product meet Food and Drug Administration criteria for food
contact as specified and limited by one or more of the food additive regulations as stated below:

PM63799
GREEN
i [0)
Maxtvneligtﬂa by Foods Allowed Temperatures Allowed Food Additive Regulations
21 CFR 176.170(c),
Table 2, C-H provideéczurther 21 CFR177.1520
21 CFR 176.170(c), Table 1 o . 21 CFR 177.1620
27% that the finished articles shall
All Food Types - 21 CFR 178.2010
not be filled at temperatures 21 CER 178.3297
exceeding 158°F (70°C) '

The information above has been compiled from Title 21 of the U.S. CFR and/or the FDA Inventory of Effective Food
Contact Substance Notifications and is believed to be reliable. It is meant only as a guide, and is not intended to
replace, supplement or interpret any regulations.

It is the responsibility of the user to assess its product uses and applications and assure conformance to all applicable
laws and regulations.

If you should require additional information on our products, please do not hesitate to contact us.

Sincerely,

Angie Martin
Regulatory Product Specialist
Amartin@techmerpm.com

cc: Carol Royal

The information and statements herein are believed to be reliable but are not to be construed as warranty or representation for which we assume
legal responsibility. Users should undertake sufficient verification and testing to determine the suitability for their own particular purpose of
any information on products referred to herein. NO WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE IS MADE.
Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.
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Konformititshescheinigung

hiermit bestitigen wir, dass

unserer Werkstoff:

DIN 3770/3771 FPM

- ASTM 2000 FKM
Shore A 758
Farbae schwarz
Compound V78

Den CFR(Code of Federal Regulations)der Nara (National
Archives and Records Administration) Nr. 21, zusténdig for
Inhaltsstoffe in Gummiartikeln der US FDA (Food and Drug

Administration) §177.2600 bezuglich deren dort
aufgefahrten Inhaltsstoffe wund geforderter Verarbeitung
erfilllt.

wir sind zertifiziert nach DIN 1S0O 9001

Di. 19. November 2002
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Konformitdtsbescheinigung

hiermit bestdtigen wir, dass

unserer Werkstoff:

DIN 3770/3771 EPDM
ASTM 2000 EPDM
Shore A 70
Farbe schwarz
Compound EWRC 72

Den CFR(Code of Federal Regulations)der Nara
(National Archives and Records Administration) Nr. 21,
zustandig far Inhaltsstoffe in Gummiartikeln der US FDA
(Food and Drug Administration) §177.2600 beziglich
deren dort aufgefthrten Inhaltsstoffe und geforderter
Verarbeitung erfullt.

wir sind zertifiziert nach DIN ISO 9001
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13134 DICHTUNGSPARTNER HH GMEH 49 48 66851338 __ 5.@1/01
e ey | Mescola: { Codicé: 03/ AL70 NBR ‘
Mod. 052 — Rev.0} i 5
Durezzs Sh. A 70 Colore Ral 3020 Lotto N°
Elastomere . Nitrile Abbreviazione: NBR Data:; | 27.03,2001
Vuleanizzazione Provette |
i
Placche da 2 mm di Spessore - 20 Miputi g 160 °C A
Flecche da 6 mm di Spessore - i S
Tomboli spessore 12.5 mm 50 Minuti e 160°C
Altti Provini : =T
|
Post ~ Curing ; i
Farametr] Fropertier T Uois W TVos riscoatratl | Valorl Bichistl ] Metodn i Frova
N Unlit Texied Values | Required values Test methag
Dorezza Hardnces Shore A, 69 705 [ASTMD 2340
Depsita Specific gravity Glem® 1.274 127£003 [ASTMD 1317
Carico Rotturt Tensile Strenght N/mm? 9,2 ASTM D 412 C
Allungamento Elongation 24 353 : ASTM D 412C
Rotturg :
Moduta al 100 % N/mm? ! ASTMD 412C
Lacerazione Tear Resistence N/mm 29 ASTM DD 624 C
Resd Elastica Rehound 9% 24 ' IS0 4662
Abrislone Abrasion Gm/m?® : ADTM D 1630
Ceneri _ 2ha8i0C %% ASTM D 297
e i =
Tempor, gty | Brilenees Bont 5T . ASTM D 313974
TR—TES'{'_TR 10 TR-Test °C ! ASTM D 1328 ]
TR-TESTTR SO{  TR-Test C ! ASTM D 1329
e L IRy P - y' g ) i -
Compreaslon set 22 ha 100 °C % i ASTM D 395 B
Cotispresalon gef 70 ha 100°C % 25 ASTM D 355 B
Compreasioh set 70 ha 125 °C % ASTM D395 R
Compiressiot et 22hn 100 °C % . | DN 5351 7/A
Teosionset. . | 22halfdoC | % . . ﬁ; ASTMD 412
i e
Variazione delle caratteristiche .
& Metndﬂ ‘ Direzza an:if:t; ;-nltun 'A!s-mgtmntn y Volume " Peso
lnveechlmtientn | ASTM Deltn % Delia % Rottura Delta % | Delti %
S ) {CH) Délta % (AR) § 4] &
ibleg h_| °C | Req. |Tesied| Req. | Tesied Reg, [Tested } Req | Tesed | Tesied
A D373 1 70 | oo 7 + 8.5 - 30
ARIA DS73 {24 | 100 1 : 1= v
QLIO ASTM N°1 | D471 | 70 | 100 + 18 -5 -2 [i -2.9
OLIO ASTM N°2 | D47t | 70 | 100 '
QLO ASTM N®3 | D471 | 70 | 100 -7 -6 -23 | +11
ACQUA DIET. D471 | 70 | 100 1
_ASTMPURLA™ | D47L | 70 | 23 ]
ASTM FUEL B D471- ] 7a 23 :
GASQLIO . D471 46 23 - f
PENTANQ D471 | 24 | 33 ;
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